REGOLATORI A DOPPIA SOGLIA CONFIGURABILE
serie ETR121 - ETR141
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ETR121 - Regolatori a doppia soglia configurabile
con display a 3 digit

ETR121- Controllers with double programmable set-point

Regolatore a doppio punto di intervento con ampio visualizza-
tore a 3 digit. Ingresso analogico selezionabile: termocoppie tipo
J, K, S, R e termoresistenze PT100, PTC 1K, NI100, NTC 10K
(mercato del freddo) e PT500/PT1000 (molto usate nel condizio-
namento); segnali normalizzati 0...10V, 0...20mA, 4...20mA. Pos-
sibilita di leggere potenziometri lineari da 6KQ2 e da 150KQ2 (valori
di fondoscala), con funzionalita “Latch-On” di taratura veloce,
impostazione di minimo, massimo e zero da tastiera. | modelli
ETR121 sono dotati di 2 punti di intervento, uno di comando e
uno di allarme, correlabili a 2 uscite relé o all'SSR. | due relé sono
da 8A o 10A per l'uscita principale (8A nella versione con tra-
sformatore interno a 24, 115 o 230Vca e 10A nella versione con
alimentazione switching 12...24Vca/Vcc) e da 5A per I'uscita al-
larme. Configurazione in serie piu veloce e sicura grazie a Me-
mory Card aggiuntiva.

Software con algoritmi di regolazione ON/OFF, PID e Autotuning,
funzionalita PID caldo + PID freddo con banda morta. E' inoltre
disponibile una versione a singola uscita (Relé/SSR) con in op-
zione la seriale RS485, protocollo ModBus RTU/Slave, adatta a
gestire impianti centralizzati. Il contenitore & realizzato con tasti
in gomma che consentono un buon effetto tattile.

DATI TECNICI
Contenitore: 35 x 77 (frontale) x 60 mm
Alimentazione: 12...24Vca - 24Vca - 115Vca - 230Vca -

12...35Vcc

Consumo: 2W

Display: 3 digit rossi, LED verdi, punto decimale

Temperatura

ambiente: 0...40°C

Umidita: 35.....95rH%

Ingressi: 1 ingresso selezionabile per TCK-R-J-S
- PT100 - NI100 - PT500 - PT1000 -
PTC - NTC - 0/4.20mA - 0..10V e
Potenziometri <6KQ, <150KQ

Uscite: Principale - Relé da 10A (versione AD)

Principale - Relé da 8A (versioni A - B - C)
Allarme - Relé 5A (versioni AD - A - B - C)
Comando/allarme SSR (tutte le versioni)
Seriale RS485 - Protocollo ModBus
RTU/Slave (versioni ADT - AT)

ON/OFF, PID + Autotuning, PID caldo +
PID freddo

Regolazione:

Precisione: 0,5% +1digit per TC/RTD;
0,2% +1digit per V/I
Tempo di
acquisizione: 66ms
Protezione: IP54 frontale - IP30 contenitore -

IP20 morsettiera

Configurazione: parametri protetti da password con
Memory Card per produzione in serie

SETTORI DI APPLICAZIONE
e |ndustria alimentare

e Piccoli forni

¢ Refrigerazione

e Sterilizzatori

e Unita di sicurezza

e Macchine per calzature

e |niezione plastica

¢ Essicazione

e Camere climatiche

and 3-digit display

Double set-point controller with wide 3-digit display. Input is con-
figurable for thermocouples type J - K-S -R, PT100, PTC 1000
Ohm, NI100, NTC 10K (typically used in the refrigeration indu-
stry) and PT500/PT1000 (widely used in air-conditioning); signals
0...10V, 0...20mA, 4...20mA. Potentiometers 6KQ and 150KQ
can be also read using function "Latch-On" for quick calibration
and setting of minimum, maximum and zero by frontal keys.

Two set-points are available, one for command and one for alarm
function, and two outputs are configurable by parameter as relay
or SSR control. Main relay is 8A (on models with in-
ternal transformer 24 or 115 or 230Vac) or 10A (on models with
internal switching 12...24Vac/Vdc). The alarm relay is 5A. An op-
tional Memory Card enables quick configuration, reducing error
margin.

Software features include ON/OFF or PID + Autotuning control
and Heating-Cooling PID with neutral zone. A single output
(relay/SSR) version is available with serial communication RS485
and ModBus RTU/Slave protocol for application with supervisory
systems. Housing has been designed with very sensitive opera-
tion keys.

SPECIFICATIONS

Housing: 35 x 77 (frontal) x 60 mm

Power Supply: 12...24Vac - 24Vac - 115Vac - 230Vac -
12...35Vdc

Power Consumption: 2W

Display: 3 red digits, green LEDs, decimal point

Operating

Conditions: 0...40°C

Humidity: 35.....95rH%

Inputs: 1 configurable input for TCK-R-J-S
- PT100 - NI100 - PT500 - PT1000 -
PTC - NTC - 0/4..20mA -0..10V and
Potentiometers <6KQ, <150KQ

Outputs: Control relay 10A (AD model)

Control relay 8A (A - B - C models)
Alarm relay 5A (AD - A - B - C models)
SSR command/Alarm (all models)

Serial RS485, ModBus RTU/Slave
protocol (ADT - AT models)

ON/OFF, PID + Autotuning, Heating/
Cooling PID

Control Action:

Accuracy: 0,5% =1digit for TC/RTD;
0,2% =1digit for mA/V
Sampling Time: 66ms
Protection: IP54 frontal - IP30 housing - IP20 terminal

board

parameters protected by password;
Memory Card for quick configuration
and serial production

Configuration:

MAIN APPLICATIONS

e Food Industry

e Ovens/Furnaces

¢ Refrigeration

e Sterilizers

e Safety Units

e Footwear Machinery

e |njection molding

e Dryers

e Environmental Chambers
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ETR121 - Dimensioni e installazione

ETR121 - Size and installation
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Dima di foratura
28.5x 70.5 mm
Frontal panel cut-out

2+-8 mm

Spessore suggerito

Suggested thickness

42 mm 42 mm
inserimento insert
Memory Card Memory Card

B 77 mm ‘| 7 |‘ 53 mm _
Modello / Model:
|ELETTROTEC ETR121-A ELETTROTEC ETR121-AD ELETTROTEC ETR121-B
2 wire e 420mA @
8A 230V  5A 230V 10A 230V 5A 230V 8A 230V  5A 230V
Cosf1 Cosf 1 Cosf1 Cosf1 Cosf1 Cosf 1
3A230V 1A 230V 12720V~ 3p030v 1A 230V PT/NI00AK 3A230V 1A 230V
Cosf 0.8 Cosf 0.8 = Cosf 0.8 Cosf 0.8 Cosf 0.8 Cosf 0.8
24v~ 12 A5V= +VDC PTC/NTC 230V~ +VDC |PTC/NTC
(1 13 4% ¢ ALl eI L DEL N e
JEPE CREERRDREBEE EEE‘E‘EEEE
_ Memory 1 Memory
|ELETTROTEC ETR121-AT ELETTROTEC ETR121-ADT ELETTROTEC ETR121-C
@ 2 wire my4/20 mA @ @
Power
8A 2sov Vg 10A 230v 8A 2aov 5A 230v
Cosf1 Cosf1 Cosf1 Cosf1
3A 230V PT/NI100/1K 3A 230V 3A230V 1A 230V
Cosf 0.8 Cosf 0.8 Cosf 0.8 Cosf 0.8
24v— RS485 +VDC [PTC/NTC 12..35V= 115V~ +VDC PTC/NTC
i #’“I - r.SSFL Im':‘Tc] I J TT"! e e ¥"i ‘+"| £

EJEIEiE' TRTh]

s

MEEE‘@E‘EEE‘

MODELLO / MODEL | INPUTS OUTPUTS ALIMENTAZIONE/POWER SUPPLY
ETR121-A 2 Relays + SSR 24Vac+/-10% 50/60Hz

ETR121-AT 1 Relays + SSR + Serial

ETR121-AD Configurabile/Selectable 2 Relays + SSR 12...24Vac+/-10% 50/60Hz
ETR121-ADT 1 Relays + SSR + Serial 12...35Vdc

ETR121-B 2 Relays + SSR 230 Vac +/-10% 50/60 Hz

ETR121-C 2 Relays + SSR 115 Vac +/-10% 50-60 Hz
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ETR141
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ETR141 - Regolatori a doppia soglia configurabile
con display a 4 digit

: ETR141- Controllers with double programmable set-point

Regolatore a doppio punto di intervento con ampio visualizzatore
a 4 digit. Ingresso analogico selezionabile: termocoppie tipo J, K,
S, R e termoresistenze PT100, PTC 1K, NI100, NTC 10K (mercato
del freddo) e PT500/PT1000 (molto usate nel condizionamento);
segnali normalizzati 0...10V, 0...20mA, 4...20mA. Possibilita di
leggere potenziometri lineari da 6KQ e da 150KQ (valori di fon-
doscala), con funzionalita “Latch-On” di taratura veloce, impo-
stazione di minimo, massimo e zero da tastiera.

Modello particolarmente adatto per forni ad alta temperatura (su-
periore a 1000°C) e per applicazioni con inverter (dove ad esem-
pio € utile rappresentare il numero di giri di un motore sfruttando
il fondo scala a 9999 dell'ingresso normalizzato). Dotato di 2 punti
di intervento, uno di comando e uno di allarme, correlabili a 2
uscite relé o all'SSR. | due relé sono da 8A o 10A per |'uscita prin-
cipale (8A nella versione con trasformatore interno a 24, 115 o
230Vca e 10A nella versione con alimentazione switching
12...24Vca/Vcc) e da 5A per l'uscita allarme. Configurazione in
serie piu veloce e sicura grazie a Memory Card aggiuntiva.
Software con algoritmi di regolazione ON/OFF, PID e Autotuning,
funzionalita PID caldo + PID freddo con banda morta. Prevista
versione a singola soglia di comando/allarme ma con seriale di
comunicazione RS485 (su 2 modelli con alimentazione
12...35Vcc oppure 24Vca). Risulta semplice realizzare reti di vi-
sualizzazione, controllo e registrazione da software tipo Scada o
PLC con protocollo ModBus.

DATI TECNICI
Contenitore: 35 x 77 (frontale) x 60 mm
Alimentazione: 12...24Vca - 24Vca - 115Vca - 230Vca -

12...35Vce

Consumo: 2W

Display: 4 digit rossi, LED verdi, punto decimale

Temperatura

ambiente: 0...40°C

Umidita: 35.....95rH%

Ingressi: 1 ingresso selezionabile per TCK-R-J-S
- PT100 - NI100 - PT500 - PT1000 - PTC -
NTC - 0/4..20mA - 0..10V e Potenziometri
<6KQ, <150KQ

Uscite: Principale - Relé da 10A (versione AD)

Principale - Relé da 8A (versione A - B - C)
Allarme - Relé 5A (versione AD - A - B -C)
Comando/allarme SSR (tutte le versioni)
Seriale RS485 - protocollo ModBus RTU/
Slave (versioni ADT - AT)

ON/OFF, PID + Autotuning, PID caldo +
PID freddo

Regolazione:

Precisione: 0,5% +1digit per TC/RTD;
0,2% =+1digit per V/I
Tempo di
acquisizione: 66ms
Protezione: IP54 frontale - IP30 contenitore - IP20

morsettiera

Configurazione: parametri protetti da password con Memory
Card per produzione in serie

SETTORI DI APPLICAZIONE

e Forni alta temperatura

e Visualizzatori per inverter

¢ \/isualizzatori per potenziometri lineari
e Unita di sicurezza

* Macchine per calzature

e Iniezione plastica

e Essicazione

and 4-digit display

Double set-point controller with wide 4-digit display. Input is
configurable for thermocouples type J - K-S - R, PT100, PTC
1000 Ohm, NI100, NTC 10K (typically used in the refrigeration
industry) and PT500/PT1000 (widely used in air-conditioning);
signals 0...10V, 0...20mA, 4...20mA. Potentiometers 6KQ and
150KQ can be also read using function “Latch-On” for quick
calibration and setting of minimum, maximum and zero by
frontal keys.

Particularly suitable for high-temperature applications (above
1000°C) and for reading of inverters (upper limit of linear input
9999).

Two set-points are available, one for command and one for alarm
function, and two outputs are configurable by parameter as relay
or SSR control. Main relay is 8A (on models with internal
transformer 24 or 115 or 230Vac) or 10A (on models with internal
switching 12...24Vac/Vdc). The alarm relay is 5A. An optional
Memory Card enables quick configuration, reducing error margin.
Software features include ON/OFF or PID + Autotuning control
and Heating-Cooling PID with neutral zone. A single relay
version is also available with serial communication RS485
(supply 12...35Vdc or 24Vac) allowing installation within
supervisory systems for visualization/monitoring/data logger
functions or communication with SCADA systems or PLC via
ModBus protocol.

SPECIFICATIONS

Housing: 35 x 77 (frontal) x 60 mm

Power Supply: 12...24Vac - 24Vac - 115Vac - 230Vac
-12...35Vdc

Power Consumption: 2W

Display: 4 red digits, green LEDs, decimal point

Operating Conditions: 0...40°C
Humidity: 35.....95rH%

Inputs: 1 configurable input for TCK-R-J-S
-PT100 - NI100 - PT500 - PT1000 - PTC
- NTC - 0/4.20mA - 0..10V and
Potentiometers <6KQ, <150KQ

Outputs: Control relay 10A (AD model)

Control relay 8A (A - B - C models)
Alarm relay 5A (AD - A - B - C models)
SSR command/Alarm (all models)
Serial RS485, ModBus RTU/Slave
protocol (ADT - AT models)

ON/OFF, PID + Autotuning, Heating/
Cooling PID

Control Action:

Accuracy: 0,5% =+1digit for TC/RTD;
0,2% =+1digit for mA/V
Sampling Time: 66ms
Protection: IP54 frontal - IP30 housing - IP20

terminal board

parameters protected by password;
Memory Card for quick configuration
and serial production

Configuration:

MAIN APPLICATIONS
¢ Very high-temperature
® Inverters

® Potentiometers

e Safety Units

e Footwear Machinery
¢ Injection molding

e Dryers
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ETR141 - Dimensioni e installazione
ETR141 - Size and installation

42 mm
inserimento
Memory Card
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ELETTROTEC

Frontal panel cut-out

Dima di foratura
28.5x 70.5 mm

2+-8 mm

Modello / Model:

Spessore suggerito

Suggested thickness

ELETTROTEC

ETR141-A

ELETTROTEC ETR141-AD ELETTROTEC ETR141-B
@ 420mA @ 2 wire — 420 mA @ 2 Wire =, 4120 A
Powerl—lf"_'l
8A230V  5A 230V 10A 230V 5A 230V - 8A230V  5A 230V = V/I
Cosf 1 Cosf 1 Cosf1 Cosf 1 Cosf 1 Cosf 1 A
3A230V 1A 230V @:j 12724V~ 3p030y 1A 230V 3A230V 1A 230V
Cosf08 Cosf08 I'_,_ 1 Cosf08 Cosf08 Cosf08 Cosfos
24\/~ +VDC [ PTC/NTC b AL +voc PTC/INTC 230V~ +VDC |PTC/NTC
.1 I'T‘l \7 g [ el MV ] e e [ r'x"i i
] ] @E‘EEE‘E‘E EIEEEEIEEE nENENRERORNET AT
em‘”y
ELETTROTEC ETR141-AT ELETTROTEC ETR141-ADT ELETTROTEC ETR141-C
@ 2 wire J.I.,‘uzomA @ 2 wire - 4/20mA @
8A 230V 10A230v i -V/I | BA230V  5A 230V
Cosf 1 [« 4 Cosf 1 Cosf 1
3A 230V 3A 230v 3A230V 1A 230V
Cosf 0.8 Cosf 0.8 Cosf 0.8 Cosf 0.8
24V~ Q1 12..35V= RS485 +V Ic PTC/NTC 115V~ Q1
[ 1% L r'r'z 2 PN fﬂh|j] [ 1 VA e e
HEPPE ElEiEJETEIEEFJ ojajninininiainingT Ty
Illﬁiﬁ_ | 1 _Memory |
MODELLO / MODEL | INPUTS OUTPUTS ALIMENTAZIONE/POWER SUPPLY
ETR141-A 2 Relays + SSR
24Vac+/-10% 50/60H
ETR141-AT 1 Relays + SSR + Serial acH-Ive z
ETR141-AD Configurabile/Selectable 2 Relays + SSR . 12...24Vac+/-10% 50/60Hz
ETR141-ADT 1 Relays + SSR + Serial 12...35Vdc
ETR141-B 2 Relays + SSR 230 Vac +/-10% 50/60 Hz
ETR141-C 2 Relays + SSR 115 Vac +/-10% 50-60 Hz
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-Cm.} ELETTROTEG

TRASMETTITORE DI PRESSIONE
E PRESSOSTATO ELETTRONICO PROGRAMMABILE
RIE E619

PROGRAMMABLE PRESSURE TRANSMITTER.
AN ELECTROMI

-@- ELETTROTECH

INDICATORE DIGITALE
E3000plus

DIGTAL NDICATOR
E3000pius

L) ElETTROTEG

REGOLATORI A DOPPIA SOGLIA CONFIGURABILE
senie ETR121 - ETR141

'DOUBLE SET-POINT CONTROLLERS.
ETR121 - ETR141 senes

ELETTROTEG

PRESSOSTATI ELETTRONICI
sene EPS - EPX

ELECTRONIC PRESSURE SWITCHES
EPS - EPX senies

{&) eLerroTec

PRESSOSTATI REGOLABILI
PER LA PNEUMATICA
Adjustable Pressure Switches

for Pneumatics

{&) eLemmroTec

TERMOSTATI

Temperature Switches

{&) aemmroTec

FLUSSIMETRI FLUSSOSTATI
Flow i rs Flow switche:

{&) eLemmroTec

FLUSSIMETRI AD AREA VARIABILE
Variable Area Flow Meters

{2} eLerrroTec

INDICATORI DI LIVELLO
ELETTRICI E VISIVI
Electric and visual level gauges

{&) eLetrroTec

PRESSOSTATI  VUOTOSTATI
'SERIE MINIATURA E SUBMINIATURA

Pressure and Vacuum Switches
Miniature and Subminiature Series

{2} eLemrroTeC

LIVELLOSTATI ELETTROMAGNETICI
Float level switches

{&) a.emrroTec

SONDE DI LIVELLO CONTINUE
Level sensors

e Disponibile catalogo
generale su CD-ROM

e CD-ROM master
catalogue also available.

Azienda / Company.

Via / Address CAP / ZIP.
Citta / Town Stato / Country

Tel. / Phone Fax Email

Settore / Company activity

Nome / Name

Posizione / Title

Cognome / Surname

Inviare a / Send to ELETTROTEC S.r.l. - Via Jean Jaurés, 12 - 20125 Milano - ltaly oppure al no. / or fax to: +39 0228851854
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CERTIFICATO n.
CERTIFICATEN), __"*%®

1 CERTIICA CHE L SSTEMA O GESTIONE PER LA QUM
W EASD GO AT DGR G SYTEM OPERATED a1

THE INTERNATIONAL CERTIFICATION NETWORK

CERTIFICATE -

m PRODUCTION QUALITY ASSURANCE

- CESI| NOTIFICATION®
iNet

NOTIFICATION

in potentially explosive atmospheres
Directive 949/EC

18] Norification number:

19 Equpmentorcomponenype:  Level siches
.r.l. Hroste matsasnen do
ELETTROTEC S.r.l v g N1 e
Z ‘Protection concepts: Intrinsic safety "i"
s e hereby certfy that the organization \ Fam losures "d"
Via Jean Jaures, :vi : 20125 Milano (MI) ELETTROTEC S.r.l. L ] O Al ENuoReSil
" Via Jean Jaures, 12 - 1-20125 Milano (M) Pt

E COWORME ALANGRIM
1514 COUPLIANCE WITH THE STANOARD.
UNI EN I1SO 9001:2000

PER LE SEGUENTIATIVTA'
FORTHE FOLLONNG ACTITES

EA:19

Progetiazione e produzione di pressostati, flussostati,
livellostati, trasduttori i pressione e trasduttor di livello.

Design and
indicators, floatlevel switches, pressure trasducers, level sensors.

Rt et st s 50501
e G o b 50 017w

Emssore oo O entran
Frtkse e Expmgane
15/04/1994 1411212008 10122011

M.

ICMSpA. - pazzan oz 2 mwn.

i )
et = (U

for the following field of activiies
Design and production of pressure switches, flow switches and
indicators, float level switches, pressure trasducers, level sensors.
has implemented and maintains a
Quality Management System
which fulfils the requirements of the following standard

1SO 9001:2000

Issuedon:  2008-12-11
Validity date: 2011-12-10

Registration Number:

René Wasmer

President of IONET

1QNet partners*

ANOR S ATAQ ATHOR Fromce ABViois et e mcam APCER Portugal CISQ laly CQC China

e

iy e

23 March 1994, vt o the

25 Milano - MI

1) G, ndified body . 0722 inscsordance vith Al 9 ofthe Councl Dirctive SUSIEC of

]

This
Annex1V.

i notification can be withdrawn if the manufacturer o longer satisfies the requirement of |

e

1T-3655

Gianrenzo Prati
President of CISQ
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Transiation of Revision 01 of Notfication
of renewal
th December 2008
Verified ved
Fiorenzo Bregani

TYPE APPROVAL CERTIFICATE
No. ELE020810CS/001

Type Approval Certificate Germanisc hg?\uvd

| TYPE APPROVAL CERTIFICATE
No. ELE020810CS/002
mnummﬂ-mmb:mumuummh-mwnmw-pplmkmm the relevant requirements ofthe GL Type Approva Systen.
of the RINA type approval system. This di ¥ - wa £ g
Cericate 938 9THH
Description Pressure switches and Vacuum switches OFBeRINA g Wl apaieen i i
Type Descri Magnetic float level switches i REmo
PPL; PML; PMC; PPC; PPCF; PSM; PSP; PSK (pressure) Type gl IR
(Vacuum) M.
Applicant ELETTROTEC s.r.. Applicant ELETTROTEC 1.l Product Descrption ~ Magnati Leve Inicator
ot orehionig Ve Jows daics; 13 Tye LU, LA UMIGPA., HGTA., ST LGTA.
’r:_‘::“{m"" :—:ﬁy“h LMGTA, LUZGTA", LUMIGTA", LWTGTA. NZOTA. LU
Manufacturer ELETTROTEC s.rl. Manufacturer ELETTROTEC s.r.l. m?"m e
Place of manufacture Via Jean Jaurés, 12 Place of manufacture Via Jean Jaurés, 12 Technical Data. Type: Max.length: No. floats: _ Contacts:
Range of LMICFA, CTA 1500 mm 1 1nlc (nlo)
b b 20125 Milano LCFACTA  180mm 1 o
ALY i ITALY LMMICFA, -CTA 1500 mm 1 2ne(no)
Reference standards Rules for the Classification of Ships - Part C - Machinery, Reference standards Raules for the Classification of Ships - Part C - Machinery, LMIGTA,-GTIA 2500 mm 1 1 e (o)
Systems and fire -Ch, Tab.1. X LHGTA,GTA  2500mm 1 fdo
s Pprotection - Ch.3, Seet.6, Tal Systems and fire protection - Ch.3, Sect.6, Tab.1. AGHOTAGTiA 2500mm H 20 o)
‘Temp. range: -10to 80°C
i puie wogh 67
Issuedin Genoa on February 1,2010. This Certificate is valid until February Issued in Genoa on February 1,2010. This Certificate is valid wntil February 1,2015 ‘Output: reed contact(s) nic (o}-rating: 220V 50Hz 084 60VA or
‘clo-rating: 220V 50Hz 0,5AQ 30VA
Degres of protection: IP 65
RINA A protection circuit has to be used for none resistive load
Valerio Bonanni
o, Test Standard ‘Gudlinesfor th PeformanceofType Approvas, ssue 203
“This certificate consists of this page and | enclosure. “This certificate consists of this page and 1 enclosure.
Documents Tostroport: RP 072 FA 94 of Sept. 1984 RP 1680 F1A 82 of une 1962
‘Catalogue CatN. TC EDIZ. 1%95
Remarks.
langih >1500mm has to b provided 2 additional fing points.
Vaiid unt 210528
Page 1ot Type Approval Symbol @
FileNo. 1003
Hamburg, 2006.06-13

Eoma =
T Eamu e
REnEl

Germanischer Lloyd

AN .
Awmvﬂw 77«1.«3:5,»‘)%’/7

%

Type Approval Certificate Extension

This s to certify that Certificate No. 96/00039%(E1) for the undemoted products is extended and
renumbered as shown.

This certificate is issued to:
PRODUCER Elettrotec Sl
PLACE OF ‘Via Jean Jaures, 12
PRODUCTION 20125 Milan
Italy
TYPE LM Series
Mari
categories ENVI, ENV2 and ENV3 as defined in LR Test
‘Specification No. 1: 1990
SPECIFIED TEC 60092-504
STANDARD

the design,
i hould n
to the equipment in order to obtain a valid certifcate.”

ached Design Appraisal Document NoSGRO03X(E2) and its supplementary Type Approvl Terms and.
o-mbsmpndumyu

ain No.

attached.

Type Approval Certificate Extension

This is to certify that Certificate No. 03/00058 for the undernoted products is extended and renumbered
as shown.

This certificate is issued to:
PRODUCER Elettrotec Srl
PLACE OF Via Jean Jaures, 12
PRODUCTION 20125 Milan
Italy
DESCRIPTION
TYPE PPL
PML
PMC
PPC
PPCF
PSM
PSP
vsM®
“ Vacuwum Switch
APPLICATION Marine, offshore i
ENV2 and ENV3 as described in Lioyd's Register of Shipping Test
Specification No. 1: 1996.
SPECIFIED Manufacturer's specification
STANDARD
ADDITIONAL Hazardous Areas: EEx ia IC T6
TESTS.
Certificate No. 03/00058(E1)
Issue Date 27 November 2008
Expiry Date 12 June 2013 AMMM,
Sheet 1of2 AM. Anderson
London Design Support Services
Lioyd's Register EMEA
s Register of Shipping
71 Fenchurch Street, London EC3M 4BS
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APPARECCHI DI CONTROLLO PER FLUIDI
Control Devices for Fluids

¢ Pressostati e Pressure switches

e Vuotostati e Vacuum switches

e Termostati e Temperature switches
¢ Flussimetri ¢ Flow meters

e Flussostati ¢ Flow switches

e Livellostati e Float level switches
e Sensori di livello e |Level sensors

e Pressostati elettronici e Electronic pressure switches
e Trasmettitori di pressione e Pressure transmitters
e |ndicatori digitali e Digital indicators

e Cappucci di protezione e Protection caps

e Connettori e Connectors

e Esecuzioni speciali e Custom executions

| dati tecnici indicati nel presente catalogo sono I’esito delle prove effettuate al momento dell’'uscita del prodotto.
Sono oggetto di continui studi e, pertanto, sono suscettibili di modifiche senza preavviso alcuno.

ELETTROTEC srl si riserva la facolta di apportare modifiche al presente catalogo in qualsiasi momento.
E vietata la riproduzione anche parziale.

E esclusiva responsabilita dell’utilizzatore accertare I'idoneita dei prodotti, per ogni applicazione o uso specifico.

The technical data written in this catalogue are the result of tests made at the time of the release of the product.
Being these data subjected to continuous tests, they can be modified at any time without previous notice.

Due to a policy of continuous development we reserve the right to amend specifications without prior notice.
No part of this publication may be reproduced, stored in a retrieval system or transmitted in any form or
by any means without prior permission of ELETTROTEC srl.

It is the sole responsibility of the user to determine the suitability of any product or information supplied
by ELETTROTEC for any application or use by the user.
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